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ENTRANCE LEVER SETS

TRIM No. 2002***

TRIM No. 2004***

Composition: Composition:

Item No. Description Length Width Projection Iltem No. Description Length Width Projection
1202 escutcheon 12" 2" /4" 1205 escucheon 111/," 157" 4"
1002 lever 43/5" 14" 214" 1009 lever 5" 8" 28"

TRIM No. 2006*** TRIM No. 2013***

Composition: Composition:

Item No. Description Length Width Projection Item No. Description Length Width Projection
1204 escucheon 11/" 13/4" /4" 1206 escutcheon 9'/," 1%/5" /4"
1005 lever 517" 1" 3" 1650 knob 23/5" 2%/3"  27/s"
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ENTRANCE LEVER SETS
PRICE LIST
FINISHES 07 - SATIN BLACK 09 - OLD IRON (RUST) 12 - EUROPEAN PEWTER
ITEM No. DESCRIPTION SUGGESTED LIST PRICE
07 09 12
Trim 2002***
2002-15 Single Cylinder Entrance Lever Trim* 209.00 242.00 242.00
2002-16 Double Cylinder Entrance Lever Trim* 209.00 242.00 242.00
2002-18 Full Dummy Entrance Lever Trim 199.00 233.00 233.00
Please find below prices for complete sets (w/ mechanisms)**
Complete Standard Single Entrance Lever Set No. 2002** 578.00 622.00 622.00
Complete Standard Double Entrance Lever Set No. 2002** 631.00 677.00 677.00
Trim 2004***
2004-15 Single Cylinder Entrance Lever Trim* 202.00 SPO 228.00
2004-16 Double Cylinder Entrance Lever Trim* 202.00 SPO 228.00
2004-18 Full Dummy Entrance Lever Trim 192.00 SPO 218.00
Please find below prices for complete sets (w/ mechanisms)**
Complete Standard Single Entrance Lever Set No. 2004** 571.00 SPO 607.00
Complete Standard Double Entrance Lever Set No. 2004** 624.00 SPO 662.00
Trim 2006***
2006-15 Single Cylinder Entrance Lever Trim* 257.00 283.00 283.00
2006-16 Double Cylinder Entrance Lever Trim* 257.00 283.00 283.00
2006-18 Full Dummy Entrance Lever Trim 247.00 274.00 274.00
Please find below prices for complete sets (w/ mechanisms)**
Complete Standard Single Entrance Lever Set No. 2006** 626.00 662.00 662.00
Complete Standard Double Entrance Lever Set No. 2006** 679.00 718.00 718.00
Trim 2013***
2013-15 Single Cylinder Entrance Lever Trim* 329.00 374.00 374.00
2013-16 Double Cylinder Entrance Lever Trim* 329.00 374.00 374.00
2013-18 Full Dummy Entrance Lever Trim 319.00 365.00 365.00
Please find below prices for complete sets (w/ mechanisms)**
Complete Standard Single Entrance Lever Set No.2013 ** 698.00 754.00 754.00
Complete Standard Double Entrance Lever Set No. 2013** 751.00 809.00 809.00
Extension Kits
8939-50 Extension Kit for 2'/:" Door (including strike, spindle) 65.00 71.00 71.00
8939-65 Extension Kit for 2'/>" Door (including strike, spindle ) 65.00 71.00 71.00

* Trim prices do not include mortise lock or mortise cylinders. See section H for codes and prices.

** Includes mortise lock and mortise cylinder(s) - Prices for complete sets, standard backset and door thickness.

***These trims do not cover a 2'/s" cutout.
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ENTRANCE LEVER SETS

TEMPLATE
Full scale copy included with the sets.
This copy is not to scale — for information only.

BACKSET = 2'/,"

LOCATOR POINT

MORTISE
TEMPLATE

Drill lock mortise
3-5/81 deep.

15/16"

DETACH AND CENTER
ON FACE OF DOOR

11/8"

|
INSERT MORTISE
LOCK IN MORTISE
OUTLINE. MARK
OUTLINE!OF LOCK
FRONT. MORTISE
TO SUIT FRONT
THICIINESS.

|
|
|
|
|
|
|

v

INSTALLATION INSTRUCTIONS

1. Draw horizontal line on both sides of door face and on
lock face at desired height of lever or knob. Draw vertical
line on each face of door 2-1/2" from lock face.

2. Detach and position door face template so horizontal line
on door is aligned with horizontal centerline of lever on
template. Also, align vertical line on door with Locator
Points on template.

3. Drill door face according to template. Drill holes from

each side of door and drill ONLY those holes required for
} DOOR FACE that side.
’ | TEMPLATE 4. Detach and position mortise template so horizontal line
| 212" on door is aligned with horizontal centerfine of lever on
T | BACKSET template and template is centered on lock face.

5. Mortise door according to template.

6. Insert lock case and secure lock front before installing
cylinder, turn piece, lever, or knob. Drill holes for screws as
needed. Mortise jamb and apply strike.

ASA STRIKE
LIP POSITION

»

CYLINDER HOLE

Drill only if cylinder is on this side of door.

13/16"

1-1/4" Diameter

N

TURN PIECE HOLE

Drill only if Turn Piece is on this side of door.
5/8" Diameter

214"

Mark door here for desired height of lever or knob above
finished floor.

LEVER OR KNOB HOLE

' ! | 3 Diameter

INSTRUCTIONS TO
REVERSE HANDING

1. Remove face plate from amnoured front of the lock.

35/8"

|

|

|

212" L
BACKSET '[
|

|

|

.

2. Remove dowel screw of latch bolt, pull out latch bolt and
reverse its direction.

3. Fasten dowel screw and screw from armoured front of
the lock.

4. Test lock function BEFORE closing door.

5. Depress short Stop-button.
6. Remove screw from long Stop-button.

7. Reverse long Stop-button by means of screw driver.

TEAR ALONG LINE, DETACH
MORTISE TEMPLATE AND CENTER
ON LOCK FACE OF DOOR

8. Fasten long Stop-button.

|
|
|
} 9. Test button function BEFORE closing door.
1

e

LOCATOR POINT
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TEMPLATE

Full scale copy included with the sets.
This copy is not to scale — for information only.

BACKSET = 2%/."

LOCATOR POINT

DETACH AND CENTER
ON FACE OF DOOR

11/8"

MORTISE
TEMPLATE

Drill lock mortise
3-5/8" deep.

15/16"

|
INSERT MORTISE
LOCKINEAORTISE
OUTLINE. MARK
OUTLINE!OF LOCK
FRONT. MORTISE
TO SUIT FRONT
THICKNESS.

|
|
|
|
|
|
|
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TEAR ALONG LINE, DETACH
MORTISE TEMPLATE AND CENTER

} DOOR FACE
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LOCATOR POINT

INSTALLATION INSTRUCTIONS

1. Draw horizontal line on both sides of door face and on
lock face at desired height of lever or knob. Draw vertical
line on each face of door 2-3/4" from lock face.

2. Detach and position door face template so horizontal line
on door is aligned with horizontal centerline of lever on
template. Also, align vertical line on door with Locator
Points on template.

3. Drill door face according to template. Drill holes from
each side of door and drill ONLY those holes required for
that side.

4. Detach and position mortise template so horizontal line
on door is aligned with horizontal centerline of lever on
template and template is centered on lock face.

5. Mortise door according to template.
6. Insert lock case and secure lock front before installing

cylinder, tum piece, lever, or knob. Drill holes for screws as
needed. Mortise jamb and apply strike.

CYLINDER HOLE

Drill only if cylinder is on this side of door.

1-1/4" Diameter

TURN PIECE HOLE

Drill only if Turn Piece is on this side of door.
5/8" Diameter J

Mark door here for desired height of lever or knob above
finished floor.

LEVER OR KNOB HOLE

3/4" Diameter

INSTRUCTIONS TO
REVERSE HANDING

1. Remove face plate from arnoured front of the lock.

2. Remove dowel screw of latch bolt, pull out latch bolt and
reverse its direction.

3. Fasten dowel screw and screw from armoured front of
the lock.

4. Test lock function BEFORE closing door.

5. Depress short Stop-button.

6. Remove screw from long Stop-button.

7. Reverse long Stop-button by means of screw driver.
8. Fasten long Stop-button.

9. Test button function BEFORE closing door.
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ENTRANCE LEVER SETS

RESERVED FOR FUTURE ADDITIONS
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